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PLEASE FOLLOW THE ASSEMBLY INSTRUCTIONS     

CLOSELY.  IMPROPER  ASSEMBLY OR INSTALLATION     

CAN RESULT  IN PERSONAL OR PROPERTY DAMAGE. IF         

YOU ARE UNSURE  ABOUT YOUR  WALL TYPE OR WHAT         

MOUNTING METHOD YOU SHOULD USE, CONSULT      

A QUALIFIED PROFESSIONAL OR YOUR LOCAL      

HARDWARE STORE.  

 

 
 
 

 
PARTS INCLUDED:   

(A)  CALDER PULL (1)  

(B)  SCREW  (2) 

 
TOOLS   REQUIRED:   

1.  Screwdriver  

2.  Drill Machine  
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  IMPORTANT: PLEASE READ
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MOUNTING  INSTRUCTIONS   

 

1.   Measure the center distance of the pull and lightly mark on the 
mounting area.  

 

2.   After marking the position, carefully drill holes if holes are 
already not there.  

 
3.  Mount the pull at the holes and tighten the screws with the help 

of screw driver  
 

4. Mounting is complete.  

 
W ARRANTY   

If you are not completely satisfied with your purchase, please contact           
us to return or exchange your item(s) within 30 days of the delivery             
date, with proof of purchase. Note that returns or exchanges are not            
accepted for special orders, items that have been installed, mattresses          
and/or foundations no longer in their original packaging, and other          
items listed below. Other exclusions may apply Contact us for details.           
Unfortunately, galleries cannot accept returns of furniture or other         
large items.  

 
CARE  I N S T R U C T I O N S   

 
 1. Care periodically by wiping the pull with a soft clean cloth.  
 
2. Do not use abrasive cleaner, chemical cleaners. The product  
has a protective Lacquer finish that could be damaged by chemical
or abrasive cleaning agents. 
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