1. Two-person installation is required to ensure rods are installed completely straight. Carefully remove all parts from the box and remove all plastic covering.

2. Shut off electrical supply at main fuse box / circuit breaker. A licensed electrician should install this fixture.

3. Put the Tube 2 (E) into the Base (G) and turn clockwise until the Tube 2 (E) screws into the Base (G). Connect the Tube 1 (D) and Tube 2 (E) and tighten.

4. Connect the back plate loop and the tube loop using the Link (C). Tighten with the link nut.

5. If needed, disassemble the existing suspension tube by unscrewing the sections apart. Pull the wire back through the Back plate section that will be need to be extended. Locate the Extension tubes (H) and check the actual suspension length conditions to the incremental fixture suspension length per number of extensions desired.

6. Attach the ground wire from the fixture to the ground junction box wire from the outlet box (usually green or bare wire). Or wrap the fixture's ground wire around green ground screw (b), and then fix the green ground screw into the mounting plate (A).

7. Connect the hot wire to the hot junction box wire (usually black or smooth) with a plastic wire connector (a) and wrap the connection with electrical tape. Connect the neutral wire to the neutral junction box wire (usually white or ribbed) with a plastic wire connector (a) and wrap the connection with electrical tape.

8. Attached the Safety cables (i) to the fixed fixture on the ceiling with the Locks (j).

9. Mark the location of the mounting plate holes on the ceiling using a pencil. Using the marks as a guide, drill holes for the Anchors (d). Insert the anchors into the holes, using a hammer to fully insert until flush with the ceiling.

10. Fasten Mounting plate (A) onto the ceiling outlet box using two mounting screws (c). Screw the Anchor screws (f) into the Washers (e) and the Anchors (d). Tighten with a screwdriver.

11. Attach the Back plate (B) to the Mounting plate (A), using the Plating screws (g). Secure the Back plate (B) by using Allen key (h) provided.

12. Insert the bulbs (included) into threaded sockets. Adjust the arm if needed.

13. Restore power to the junction box and test lamp fixture.

14. Installation is complete.

CARE INSTRUCTIONS:
Do not use polishes or cleaners on your lamp.
JUST WIPE CLEAN WITH SOFT CLOTH.